
Line Striping Systems
Graco’s Complete Line of Professional Line Striping Equipment.

P R O V E N  Q U A L I T Y.  L E A D I N G  T E C H N O L O G Y.
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Line Striping Systems

Graco - The Best in Pavement
Marking Technology!

LineLazer™ 3400

LineLazer IV 3900

LineLazer IV 3900
Auto-Layout™ System

LineLazer IV 5900

LineLazer IV 5900
Auto-Layout System

LineLazer IV 200HS

LineLazer IV 200HS

Auto-Layout System

LineDriver™ Ride-On System

LineDriver™ HD Ride-On System

“I learned how to use the Auto-Layout 
System on the very first job. It's very simple 
to use and extremely accurate. You can't 
miss with it.”

- Dave Bingham -

A-1 Stripes Inc.
Minneapolis, MN
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Advanced Vibration 
Reduction System
• Removes engine vibration, taking line 

quality to the next level
• Up to 60% less vibration at the spray tip

than the competition

High-Capacity Cooling System
• 20% larger hydraulic fluid reservoir 

keeps the system running cool
• Innovative cooling fins wrap down and 

under the reservoir for improved air flow

Cooling Fan Design
• Exclusive design delivers nearly 70% 

more air flow to keep the hydraulic
pump running cool

SmartControl Pressure Control
• Provides consistent spraying pressure,

reducing pulsation and line variations
• Digital Tracking System keeps you 

informed–on the job

Chromex Pump Rod
• Long life rod treatment built for the most

demanding applications
• 4 times harder than ordinary chrome

Flow-Through Easy Out Filter
• Filter screen removes with the cap 

for convenient, mess-free access
• Flow-through design flushes faster 

for quicker color changes

The LineLazer IV 200HS is the high 

production solution for medium 

to large jobs that demand 

line perfection – everytime!

LineLazer IV 200HS

High-efficiency hydraulic motor. Exclusive cooling fan design. High capacity reservoir runs cool.

DESCRIPTION PART NUMBER MAX TIP SIZE MAX GPM (LPM) MAX PSI (BAR)

LineLazer IV 200HS 248870 (1 Gun) 0.047 (1 Gun) 2.15 (8.14) 3300 (227)
LineLazer IV 200HS 248871 (2 Gun) 0.034 (2 Gun) 2.15 (8.14) 3300 (227)
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The New Auto-Layout System
LineLazer IV – Only from Graco!

Striping Mode Parking Lot Mode Road Mode

Finally, a better way to do line striping 

layout jobs - faster, more accurately,

with the exclusive Auto-Layout 

System from Graco.

Finish Jobs Faster
• 30% faster with walk behind stripers
• 50% faster when using the LineDriver

Less Hassle, Less Fatigue
• No bending to mark the lines
• Eliminates the strain to read the

tape measure
• Takes the hassle out of calculating

distances and stall sizes

Pin Point Accuracy
• Accurate to 1/4” at 100 feet
• Simple to use everytime

Take the Pain Out of Layout!
• No more tape measures
• No more calculation errors
• No more guessing
• No more sore backs
• No more wasted energy
• No more missed opportunities
• Auto-Layout automatically places dots for 

layout jobs – saving time and money!

New Digital Display
• The display now shows psi, mph,

mils-instant average, lineal foot, gallons 
and mils-total – All on one screen!

Accurately Places Layout Dots For You

Simply Connect the Dots Now Pre-Mark and Apply Stripes In One Pass

Eliminate the hassle of manually laying out parking stalls and pre-marking 
roadlines with the all new Auto-Layout LineLazers from Graco. Only Graco offers 
a “better way” to tackle the tough layout jobs with the all new Auto-Layout System
LineLazers! Innovation continues to propel the LineLazer family of products to 
levels unmatched in productivity and time savings – exclusively yours from Graco!

Parking Lot Layout Roadline Layout

SmartControl™ Digital Tracking System
(Auto-Layout System Digital Displays Shown Below)
Track, measure and control every aspect of your jobs.

2000  PSI   3.5 MPH

14  MILS INSTANT AVERAGE

00000   LINEAL FT     RESET >
000.0   GALLONS   
12  MILS TOTAL  (   04 IN LINE) >
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New Digital Display
• The display now shows psi, mph,

mils-instant average, lineal foot, gallons 
and mils-total – all on one screen

• Simple push button design makes 
it easy to use

• Back-lit feature can be seen 
in all conditions

Exclusive Durable Can 
Holder Design
• Folds up for on-board storage

• Pivots forward or backwards if hit
• Built to last in all conditions

Rear Gun Mount 
System 

• Ability to place the guns near the rear 
axle for applying straighter long lines 
and smoother curved lines

• Combine with Auto-Layout System for 
one pass dot marking and line striping

Advanced Vibration 
Reduction System
• Removes engine vibration, taking line 

quality to the next level
• Up to 60% less vibration at the spray tip 

than the competition

Chromex Pump Rod
• Long life rod treatment built for the most

demanding applications
• 4 times harder than ordinary chrome

Flow-Through Easy 
Out Filter

• Filter element removes with the cap 
for convenient, mess-free access

• Flow-through design flushes faster 
for quicker color changes

Both the LineLazer IV 3900 and 5900 

featuring the exclusive new Auto-Layout

System allow you to do layout jobs 

without the hassle and “pain” – only 

from Graco.

LineLazer IV 3900 & 5900 

Auto-Layout System

New digital display shows it all. No-tool adjustment and storage. No-tool electrical connector system.

LineLazer IV 5900
Auto-Layout System

DESCRIPTION PART NUMBER MAX TIP SIZE MAX GPM (LPM) MAX PSI (BAR)

LineLazer IV 3900 Auto-Layout System 253920 (1 Gun) 0.036 (1 Gun) 1.25 (4.7) 3300 (227)
LineLazer IV 3900 Auto-Layout System 253953 (2 Gun) 0.025 (2 Gun) 1.25 (4.7) 3300 (227)
LineLazer IV 5900 Auto-Layout System 253921 (1 Gun) 0.043 (1 Gun) 1.60 (6.0) 3300 (227)
LineLazer IV 5900 Auto-Layout System 253954 (2 Gun) 0.029 (2 Gun) 1.60 (6.0) 3300 (227)

LineLazer IV 3900
Auto-Layout System

26192.qxp  1/4/08  3:34 PM  Page 9



8

New digital display shows it all. No-tool adjustment and storage. No-tool electrical connector system.

LineLazer IV 200HS

Auto-Layout System

Increased performance along with the

exclusive Auto-Layout System makes the

LineLazer 200HS the preferred striper for

professional contractors who demand

unmatched hydraulic power.

New Digital Display
• The display now shows psi, mph,

mils-instant average, lineal foot, gallons 
and mils-total – all on one screen

• Simple push button design makes 
it easy to use

• Back-lit feature can be seen in all conditions

Exclusive Durable Can 
Holder Design
• Folds up for on-board storage
• Pivots forward or backwards if hit

• Built to last years

Rear Gun Mount 
System 

• Ability to place the guns near the rear 
axle for applying straighter long lines 
and smoother curved lines

• Combine with Auto-Layout System for 
one pass dot marking and line striping

Advanced Vibration 
Reduction System
• Removes engine vibration, taking line 

quality to the next level
• Up to 60% less vibration at the spray tip 

than the competition

Chromex Pump Rod
• Long life rod treatment built for the most

demanding applications
• 4 times harder than ordinary chrome

Flow-Through Easy Out Filter
• Filter element removes with the cap 

for convenient, mess-free access
• Flow-through design flushes faster 

for quicker color changes

DESCRIPTION PART NUMBER MAX TIP SIZE MAX GPM (LPM) MAX PSI (BAR)

LineLazer IV 200 HS - Auto-Layout System 253922 (1 Gun) 0.047 (1 Gun) 2.15 (8.14) 3300 (227)
LineLazer IV 200 HS - Auto-Layout System 253955 (2 Gun) 0.034 (2 Gun) 2.15 (8.14) 3300 (227)

LineLazer IV 200HS

Auto-Layout System

26192.qxp  1/4/08  3:34 PM  Page 10



DESCRIPTION PART NUMBER ENGINE FUEL TANK CAPACITY OPERATING SPEED

LineDriver, Ride-On System 262004 160 cc Honda GX .95 gal (3.6 L) Up to 10 mph (16 km/h)
LineDriver HD, Ride-On System 262005 200 cc Honda GX .95 gal (3.6 L) Up to 10 mph (16 km/h)
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Exclusive ProStart™ Engine
Starting System (HD Model)

• Up to 50% less pulling effort to start 
the engine – no more broken recoils

• Out performs manual pull and electric 
start systems when the weather 
starts turning cooler

• Patent pending design – only from Graco!

Exclusive Advanced
Vibration Reduction System

• Proven system with LineLazer IV,
now used on the LineDrivers 
to eliminate engine vibration.

• Eliminates user fatigue and helps keep 
line quality the best in the industry

Exclusive FlexBeam™

Break-A-Way Light System
• Fully adjustable for all types of low 

light applications
• Break-a-Way design helps protect costly 

repairs and keeps you on the job

Exclusive LineDriver &
LineDriver HD Features
• Forward speeds to 10 mph (16km/h),

reverse 6 mph (10km/h)
• New off set Parking Brake System
• New “Cool Grey” operator seat - 20% 

cooler than black seats
• New “No Maintenance” HydroStatic 

Pump System
• New “ALL-Terrain” smooth ride 

tires (HD Model)

Why Walk When You Can Ride? 

Graco now provides two high performance

LineDrivers to connect to your LineLazers

to help you double your line striping 

production. The LineDriver and LineDriver

HD Ride-On Systems provide the most

innovative, user-friendly ride-on systems

for the professional line striping contractor 

in the industry – only from Graco!

LineDriver and LineDriver HD 

Ride-On System

Dual foot pedal system for forward and
reverse (Patented).

FlexBeam Break-a-Way light system
keeps you striping in low light conditions.

Complete striping jobs faster and more
accurately with LineDriver & LineDriver HD.

LineDriver HD

LineDriver
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